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KIT BFI 3/8" - Threaded Rod Kits 

BFI 3/8” Threaded rod kits can be used to install 
FIMO saddles on flat irons with ho-les. Each kit 
contains a threaded bar, three nuts, three flat 
washers and three lock wa-shers. 

A) SPECIFICATIONS
 1  Stainless steel threaded bar 
 2  Stainless steel hexagonal nut 
 3  Stainless steel grower washer 
 4  Stainless steel flat washer 

  
B) RESISTANCE TESTS
     UV Test BS-ISO 105-B06
     Vibration test conforming to UNI 60068-2-6
     Operating temperature: -30°C +120°C

C) PACKAGING INFORMATION
      10 kits not assembled in a bag
      10 bags in a box (100 kits)
      Label indicating:
        product code, article, quantity,
        production batch,  
      FIMO logo and figure.
     ( Customized label on request ).

D) MOUNTING INSTRUCTIONS
     On request

CODE ARTICLE LENGTH (OF THREADED BAR) BAG
85 1000 7004 KIT BFI 3/8" x 4" 4 inch 10 sets of each
85 1000 7006 KIT BFI 3/8" x 6" 6 inch 10 sets of each
85 1000 7008 KIT BFI 3/8" x 8" 8 inch 10 sets of each
85 1000 7012 KIT BFI 3/8" x 12" 12 inch 10 sets of each


