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KIT BFI M10 - Threaded Rod Kits 

Stainless steel AISI 304 M10 threaded bar 
equipped with 3 hexagonal nuts, 2 grower 
washers and 3 flat washers

A) SPECIFICATIONS
 1  Stainless steel threaded bar BFI
 2  Stainless steel hexagonal nut DAI 10
 3  Stainless steel grower washer REG 10
 4  Stainless steel flat washer RPI 10/20

B) RESISTANCE TESTS
     UV Test BS-ISO 105-B06
     Vibration test conforming to UNI 60068-2-6
     Operating temperature: -30°C +120°C

C) PACKAGING INFORMATION
      10 kits not assembled in a bag
      10 bags in a box (100 kits)
      Label indicating:
        product code, article, quantity,
        production batch,  
      FIMO logo and figure.
     ( Customized label on request ).

D) MOUNTING INSTRUCTIONS
     On request

PRODUCT DATA SHEET

RoHS

Description:

00

01

02

FI.MO.TEC. S.p.a. reserves the right to modify the technical specifications without prior notice, according to the technical progress
Copyright FI.MO.TEC. S.p.a. All rights reserved.

DATE DATERI

A.V.

E.N.

02/09/16 02/09/16

DR AP

04/08/21

G.S.

04/08/21 A.V.


	430
	Vista del disegno6


